
NOTICE 

All drawings located at the end of the document. 
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ADDITIONAL INFORMATJON FOR FINAL CLOSEOUT REPORT FOR 6566 CLOSURE 

Colorado Department of Public Health and Environment (CDPHE) pravlded comments on 
the 8566 Closeout Report To address CDPHEs comments, this letter documents the 
addlbonal informatmn requested by CDPHE for the Buikhg 566 Transmittal to CWHE and 

1 Envfranmental Pmtdon Agency (EPA), in accordance wrth the ~ o ~ k y  FMS clean-up 
Agreement (RFCA), is requested 

Please contact Steve Nesta at extenston 6386 f you have any Questrons 

PROJECT - twvF-02794 
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Odg and 1 cc- Gary Morgan 

cc Joseph Legare 

Kaiser-Hill Company, L L C 
Rocky Flats Environmental Technology Site, 10808 Hwy 93 Unrt 8, Golden, 



May 13,2004 
GaryP Morgan 
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The following questions and comments related to the 6566 Type 2 Project Closeout Report 
were provided by CDPHE on May 06,2004 Responses are in bold 

rn 

On page I , next to last sentence - It states that "The wastewater drained into these 
tanks and then was pumped to the sanitary drain 
process waste lines Please check into this and make corrections or additional 
discussion as necessary 

I thought the water went to the 

The 6566 Closeout Report states that wastewater from the tanks located in a pit 
below room 116 was pumped to the sanitary sewer system. This statement is 
correct for how the building functioned at the time DID began However, prior to 
1998 laundry water drained to the tanks and exited via a process waste line to the 
732 Pit. When this system was abandoned in 1998, the process waste line was 
filled with epoxy along the entire span from 8566 to the 732 Pit. During demolition 
of 8566 the line was removed to a point approximately 15 feet from the southeast 
corner of B566, where it remains at a depth greater than 3 feet below grade. When 
the 732 Pit is removed, a "yet to be determined" length of the line will also be 
removed leaving an epoxy-filled span between the former locations of B566 and 
the 732 Pit at a depth greater than 3 feet. The attached 8566 Closeout Report Map 
has been revised to indicate that the process waste line has been isolated 
approximately 15 feet from the southeast corner. 

Section 111 (and IX) - The last paragraph states that foundations were removed to 4' 
below final grade This is stated again in the 1' paragraph in Section IX, yet there is no 
description in Section IX to descnbe the remaining foundations (and basementlprocess 
waste pit?) 

All slabs and foundations - including the walls of the "basemenffprocess Waste 
pit" were removed - the only thing that was left in place was the floor of the waste 
pit, which met unrestricted release criteria, and is over 10 feet below final grade 

Section X - why is there no information or discussion provided? 

The extent of excavation was approximately 15 feet beyond the 8566 footprint 
The area has been backfilled, graded, and no excavation remains 

The Map provided needs to show the locations of all remaining infrastructure, including 
the footers, basement/process waste pit, process waste line, etc 

Revised map is attached. The only remaining infrastructure is the floor of the 
waste pit, which was not contaminated and is over 10 feet below final grade. The 
waste pit is in the northwest portion of the map 



Attachment 1 

Revised Building 566 Demolition Map 

May 13,2004 
GaryP Morgan 
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